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Technical Specification 

 

Frequency Range(GHz) 0.8 - 8.0 

Gain(dBic) 
-11.0 – 5.5 

0 Typ. 

Polarization RHCP or LHCP 

Axial Ratio(dB) 
2.0 Typ. 

3.5 Max. 

3dB Beamwidth(deg) 
E Plane: 115 - 65 

H Plane: 105 - 65 

VSWR 
1.5:1 Typ. 

3.0:1 Max. 

Connector SMA-Female 

Material Al 

Size(mm) 154 x 154 x 85.4 

Net Weight(Kg) 1.20 Around 
 

 

PATENT ID (China) ZL201921373071.0 

 

Outline Drawing (Size: mm) 

SMA-Female Output (P/N: LX-880_RHCP or LX-880_LHCP) 
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SMA-Female Output with L Type Mounting Bracket (Option, P/N: LX-10180-L) 

 
 

SMA-Female Output with Radome (Option, P/N: LX-880_RHCPSPO or LX-880_LHCPSPO, 

Outdoor Application) 
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SMA-Female Output with L Type Mounting Bracket & Radome (Option, P/N: LX-10180-L & 

LX-880_RHCPSPO or LX-880_LHCPSPO, Outdoor Application) 
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Test Results 

1. Gain 

 

 

2. Axial Ratio 
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3. VSWR 

 
 

 

 

 

4. Pattern 

Frequency: 0.8GHz Frequency: 1.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 102.57 3dB Beamwidth(deg):111.66 3dB Beamwidth(deg): 81.96 3dB Beamwidth(deg): 83.13 
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Frequency: 1.5GHz Frequency: 2.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 75.37 3dB Beamwidth(deg): 74.10 3dB Beamwidth(deg): 78.71 3dB Beamwidth(deg): 79.36 

 

Frequency: 2.5GHz Frequency: 3.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 88.56 3dB Beamwidth(deg): 74.69 3dB Beamwidth(deg): 69..99 3dB Beamwidth(deg): 69.64 

 

Frequency: 3.5GHz Frequency: 4.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 70.16 3dB Beamwidth(deg): 84.07 3dB Beamwidth(deg): 73.17 3dB Beamwidth(deg): 69.45 
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Frequency: 4.5GHz Frequency: 5.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 78.50 3dB Beamwidth(deg): 78.30 3dB Beamwidth(deg): 71.10 3dB Beamwidth(deg): 85.64 

 

Frequency: 5.5GHz Frequency: 6.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 67.62 3dB Beamwidth(deg): 80.43 3dB Beamwidth(deg): 72.06 3dB Beamwidth(deg): 70.17 

 

Frequency: 6.5GHz Frequency: 7.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 74.10 3dB Beamwidth(deg): 68.98 3dB Beamwidth(deg): 67.87 3dB Beamwidth(deg): 81.81 
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Frequency: 7.5GHz Frequency: 8.0GHz 

  
H-Plane  ——     E-Plane  —— H-Plane  ——     E-Plane  —— 

3dB Beamwidth(deg): 84.93 3dB Beamwidth(deg): 75.13 3dB Beamwidth(deg): 73.50 3dB Beamwidth(deg): 69.32 

 


